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PS-80 XML EDI Sample File 
  
<?xml version="1.0"?> 
<PS80 xmlns="http://www.rrc.state.tx.us/pipelines/ps80/ps80.xsd"> 
       <Header> 
            <OperatorNumber>999999</OperatorNumber> 
            <ReportYear>2005</ReportYear> 
            <ReportType>PS 80</ReportType> 
       </Header> 
       <ThirdPartyAndSystemFailures> 
       <ThirdPartyFailure>777</ThirdPartyFailure> 
  
       <PS80Record> 
           <SystemIdentificationNumber>999999</SystemIdentificationNumber> 
           <MainPipeline>1</MainPipeline> 
           <ServicePipeline>200</ServicePipeline> 
           <MaterialPE>201</MaterialPE> 
           <MaterialPVC>0</MaterialPVC> 
           <MaterialOther>0</MaterialOther> 
           <LocationBody>200</LocationBody> 
           <LocationJoint>1</LocationJoint> 
           <LocationFitting>0</LocationFitting> 
           <LocationOther>0</LocationOther> 
           <CauseMaterialDefect>201</CauseMaterialDefect> 
           <CauseBackfill>0</CauseBackfill> 
           <CauseStrain>0</CauseStrain> 
           <CauseFusion>0</CauseFusion> 
           <CauseOther>0</CauseOther> 
       </PS80Record> 
  
        <PS80Record> 
           <SystemIdentificationNumber>999999</SystemIdentificationNumber> 
           <MainPipeline>1</MainPipeline> 
           <ServicePipeline>1</ServicePipeline> 
           <MaterialPE>1</MaterialPE> 
           <MaterialPVC>1</MaterialPVC> 
           <MaterialOther>0</MaterialOther> 
           <LocationBody>1</LocationBody> 
           <LocationJoint>0</LocationJoint> 
           <LocationFitting>0</LocationFitting> 
           <LocationOther>1</LocationOther> 
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           <CauseMaterialDefect>1</CauseMaterialDefect> 
           <CauseBackfill>1</CauseBackfill> 
           <CauseStrain>0</CauseStrain> 
           <CauseFusion>0</CauseFusion> 
           <CauseOther>0</CauseOther> 
       </PS80Record> 
  
    <PS80Record> 
       <SystemIdentificationNumber>999999</SystemIdentificationNumber> 
       <MainPipeline>1</MainPipeline> 
       <ServicePipeline>9</ServicePipeline> 
       <MaterialPE>1</MaterialPE> 
       <MaterialPVC>8</MaterialPVC> 
       <MaterialOther>1</MaterialOther> 
       <LocationBody>2</LocationBody> 
       <LocationJoint>2</LocationJoint> 
       <LocationFitting>2</LocationFitting> 
       <LocationOther>4</LocationOther> 
       <CauseMaterialDefect>2</CauseMaterialDefect> 
       <CauseBackfill>2</CauseBackfill> 
       <CauseStrain>2</CauseStrain> 
       <CauseFusion>2</CauseFusion> 
       <CauseOther>2</CauseOther> 
   </PS80Record> 
</ThirdPartyAndSystemFailures> 
    </PS80> 
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PS-80 XML EDI Sample File with Field Definitions 
  
The following is the PS-80 schema example showing each field definition in bold below the field. 
  
<?xml version="1.0"?> 
<PS80 xmlns="http://www.rrc.state.tx.us/pipelines/ps80/ps80.xsd"> 
       <Header> 
            <OperatorNumber>999999</OperatorNumber> 
 (OperatorNumber is the 6 digit number assigned to P5 operators by the RRC) 
            <ReportYear>2005</ReportYear> 
 (ReportYear is the year in which the failures occurred, typically reported in the following year) 

           <ReportType>PS 80</ReportType> 
                   (ReportType must be exactly as shown above:PS 80) 
       </Header> 
       <ThirdPartyAndSystemFailures> 
(Use this (ThirdPartyAndSystemFailures) unless you had no failures, and are reporting only Third Party 
Failures. See third party only example) 
       <ThirdPartyFailure>777</ThirdPartyFailure> 
(The number of third party failures) 
       <PS80Record> 
           <SystemIdentificationNumber>999999</SystemIdentificationNumber> 
        (SystemIdentificationNumber is the 6 digit number assigned to that particular system by the RRC) 
           <MainPipeline>1</MainPipeline> 
(Number of failures on the main pipeline) 
           <ServicePipeline>200</ServicePipeline> 
(Number of failures on the Service pipeline) 
           <MaterialPE>201</MaterialPE> 
(Number of Material failures in PE material) 
           <MaterialPVC>0</MaterialPVC> 
(Number of Material Failures in PVC material) 
           <MaterialOther>0</MaterialOther> 
(Number of Material Failuares in material other than PE or PVC) 
           <LocationBody>200</LocationBody> 
(Number of failures on the body of the pipe) 
           <LocationJoint>1</LocationJoint> 
(Number of failures on the pipe joint) 
           <LocationFitting>0</LocationFitting> 
(Number of failures on the pipe fitting) 
           <LocationOther>0</LocationOther> 
(Number of failures on a location other than the body, joint or fitting of the pipe) 
           <CauseMaterialDefect>201</CauseMaterialDefect> 
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(Number of failures where the cause was a material defect) 
           <CauseBackfill>0</CauseBackfill> 
(Number of failures where the cause was a backfill) 
           <CauseStrain>0</CauseStrain> 
(Number of failures where the cause was excessive strain) 
           <CauseFusion>0</CauseFusion> 
(Number of failures where the cause was a fusion defect) 
           <CauseOther>0</CauseOther> 
 
(Number of failures where the cause was something other than material defect, backfill, excessive strain, or fusion 
defect.) 
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 PS 80 XML EDI Sample File (Third Party Only) 
  
<?xml version="1.0"?> 
<PS80 xmlns="http://www.rrc.state.tx.us/pipelines/ps80/ps80.xsd"> 
       <Header> 
            <OperatorNumber>999999</OperatorNumber> 
            <ReportYear>2005</ReportYear> 
            <ReportType>PS 80</ReportType> 
       </Header> 
       <ThirdPartyOnly> 
           <ThirdPartyFailure>999</ThirdPartyFailure> 
       </ThirdPartyOnly> 
  
</PS80> 
  
  
PS 80 XML EDI Sample File (Third Party Only) with Field Definitions 

  
<?xml version="1.0"?> 
<PS80 xmlns="http://www.rrc.state.tx.us/pipelines/ps80/ps80.xsd"> 
       <Header> 
            <OperatorNumber>999999</OperatorNumber> 
(OperatorNumber is the 6 digit number assigned to P5 operators by the RRC) 
            <ReportYear>2005</ReportYear> 
(Report Year is the year in which the failures occurred, typically reported in the following year) 
            <ReportType>PS 80</ReportType> 
(ReportType must be exactly as shown above:PS 80) 
       </Header> 
       <ThirdPartyOnly> 
Use this if failures are third party failures only)  
           <ThirdPartyFailure>999</ThirdPartyFailure> 
       </ThirdPartyOnly> 
  
</PS80> 
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